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18” Subwoofer kit

•High performance 1 x 18” subwoofer system

•optimized for 18LW2400 or 18LW2400 transducer

        •18LW2400 subwoofer key features:

        4” interleaved sandwich voice coil (ISV)

        Double Silicon Spider (DSS)

Double Demodulating Rings (DDR)

1200W AES power handling

•18LW1400 subwoofer key features:

4” interleaved sandwich voice coil (ISV)

Double Silicon Spider (DSS)

Double Demodulating Rings (DDR)

1000W AES power handling

PRELIMINARY Rev. 1.0



18” Subwoofer kit

18LW2400 Data
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18” Subwoofer kit

18LW1400 Data
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18” Subwoofer kit

Internal view

•The enclosure should be made of Baltic birch 
plywood (15mm thickness)

•Bolts are M6x35mm

•M6 T-Nuts are recommended

•Handling, rigging and connectors are user’s 
choice

•It’s recommended to well damping the cabinet 
interior

•You should see an example of the required 
dampening on the image on the next page

•An high density dampening material, such as 
Dacron or other synthetic fibers, is required for 
better performance
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18” Subwoofer kit

Internal view and damping material
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18” Subwoofer kit
Exploded view
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18” Subwoofer kit

Side wiew
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18” Subwoofer kit

Front wiew
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440 mm diameter
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Woofer details
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18” Subwoofer kit
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System Measurements and Suggested Settings
with 18LW2400 and 18LW1400
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18” Subwoofer kit
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18” Subwoofer kit

Unfiltered Magnitude Response, 2.83V/1m and relative 
Phase Response with 18LW2400
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18” Subwoofer kit

Impedance with 18LW2400
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18” Subwoofer kit

Unfiltered Magnitude Response, 2.83V/1m and relative 
Phase Response with 18LW1400
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18” Subwoofer kit

Impedance with 18LW1400
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